Improved Understanding of $k$-$\varepsilon$ Turbulence Model for Non-homogeneous Two-Phase Flows in Industrial Combustor

Nguyen Thanh Hao

Industrial University of HoChiMinh City, Vietnam

ABSTRACT

This paper presents development of $k$-$\varepsilon$ turbulence model which can be applied for non-homogeneous two-phase turbulent flows. The improvement of governing equations of $k$-$\varepsilon$ turbulence model is based on the decomposition of the two-phase flows into the gas phase and the second phase. Thus, the turbulent kinetic energy $k$ and the turbulent dissipation rate $\varepsilon$ variables in $k$-$\varepsilon$ two-equation model are substituted by the turbulent kinetic energy $k_g$ of the gas phase, the turbulent kinetic energy $k_p$ of the second phase, the turbulent dissipation rate $\varepsilon_g$ of the gas phase and the turbulent dissipation rate $\varepsilon_p$ of the second phase. The new turbulence model is $k_g$-$k_p$-$\varepsilon_g$-$\varepsilon_p$ four-equation model which can be used to solve all of two-phase flows in nature studies and engineering applications.

Keywords: Turbulence model, Non-homogeneous, Two-phase flows, Turbulent kinetic energy, Turbulent dissipation rate;

1. INTRODUCTION

History effects are taken into account by the one-equation and two-equation models, where the convection and diffusion of turbulence is modeled by transport equations. The most widely used one-equation turbulence model is due to Spalart and Allmaras (1992), which is based on an eddy-viscosity like variable. The model is numerical very stable and easy to implement on structured as well as unstructured grids. In the case of the two-equation models, practically all approaches employ the transport equation for the turbulent kinetic energy. Among a large number of two-equation models, the $k$-$\varepsilon$ model of Launder and Spalding and the $k$-$\omega$ model of Wilcox (1988) are most often used in engineering applications. They offer a reasonable compromise between computational effort and accuracy.

The $k$-$\varepsilon$ turbulence model is the most widely employed two-equation eddy viscosity model. It is based on the solution of equations for the turbulent kinetic energy and the turbulent dissipation rate. The historic roots of the $k$-$\varepsilon$ model reach to the work of Chou (Chou 1945). During the 1970’s, various formulations of the model were proposed. The most important contributions were due to Jones and Launder, Launder and Sharma (Launder 1974) as well as due to Launder and Spalding (Launder 1974). The first approach for the approximate treatment of turbulent flows was presented by Reynolds in 1895. The methodology is based on the decomposition of the flow variables...
into a mean and a fluctuating part Eqn. (1). The governing equations are solved for the mean values, which are the most interesting for engineering applications. The velocity components is substituted by (Blazek 2001).

\[ v_i = \bar{v}_i + v'_i \]  

(1)

where the mean value is denoted by an overbar and the turbulent fluctuation by a prime (Figure 1).

Appropriate for general turbulence

\[ v_i = \lim_{N \to \infty} \frac{1}{N} \sum_{i=1}^{N} v_i \]  

(2)

Hence, the mean value \( \bar{v}_i \) still remains a function of time and space coordinates, the average of the fluctuating part is zero, i.e., \( \bar{v}'_i = 0 \). However, it can be easily seen that \( \bar{v}'_i v'_i \neq 0 \) and \( \bar{v}'_j v'_j \neq 0 \) if both turbulent velocity components are correlated.

![Figure 1. Reynolds averaging illustration of turbulent velocity (\( \bar{v}, v' \))](image)

The sum of the normal stresses divided by density defines the turbulent kinetic energy, i.e.,

\[ k = \frac{1}{2} \bar{v}_i v_i = \frac{1}{2} \left[ (\bar{v}'_1)^2 + (\bar{v}'_2)^2 + (\bar{v}'_3)^2 \right] \]  

(3)

The differential form of a low Reynolds number k-\( \varepsilon \) model can be written as

\[ \frac{\partial (\rho k)}{\partial t} + \frac{\partial (\rho k v_j)}{\partial x_j} = \frac{\partial}{\partial x_j} \left[ \left( \mu_L + \frac{\mu_t}{\sigma_k} \right) \frac{\partial k}{\partial x_j} \right] + \tau_{ij}^f S_{ij} - \rho \varepsilon \]  

(4)

\[ \frac{\partial (\rho \varepsilon)}{\partial t} + \frac{\partial (\rho v_j \varepsilon)}{\partial x_j} = \frac{\partial}{\partial x_j} \left[ \left( \mu_L + \frac{\mu_t}{\sigma_k} \right) \frac{\partial \varepsilon}{\partial x_j} \right] + \frac{C_{\varepsilon 1} f_{\varepsilon 1}}{k} \tau_{ij}^f S_{ij} - \frac{C_{\varepsilon 2} f_{\varepsilon 2}}{k} \varepsilon^2 + \phi_{\varepsilon} \]  

(5)

In case where the turbulent flow is non-homogeneous two-phase, the Eqn. (3) is not suitable application unless we assume that the flow is homogeneous flow or one phase flow, because the velocities of non-homogeneous two-phase flow include velocity of the gas phase and velocity of the second phase. So that, Eqns. (3)\( \Rightarrow \) (5) must be improved for non-homogeneous two-phase flows.
2. GOVERNING EQUATIONS AND SOLUTION METHOD

2.1 Governing equations

The flow system equations of two-phase turbulent flows were established by Schraiber et al. as follows:

\[
\begin{align*}
\frac{\partial \rho_g}{\partial t} + \sum_j \left( \frac{\partial \rho_{gj} v_{gj}}{\partial x_j} \right) &= 0 \\
\frac{\partial \rho_p}{\partial t} + \sum_j \left( \frac{\partial \rho_{pj} v_{pj}}{\partial x_j} \right) &= 0 \\
\frac{\partial v_{gi}}{\partial t} + \sum_j v_{gj} \frac{\partial v_{gi}}{\partial x_j} &= -\frac{1}{\rho_g} \frac{\partial p}{\partial x_i} + \frac{1}{\rho_g} \sum_j \frac{\partial \tau_{gij}}{\partial x_j} - \frac{1}{\rho_g} F_i \\
\frac{\partial v_{pi}}{\partial t} + \sum_j v_{pj} \frac{\partial v_{pi}}{\partial x_j} &= \frac{1}{\rho_p} \sum_j \frac{\partial \tau_{pji}}{\partial x_j} + \frac{1}{\rho_p} F_i
\end{align*}
\]

Following Erlebacher et al. (1992), the flow variables are decomposed into mean and turbulent fluctuation velocities as Eqns. (7)

\[
v_g = \overline{v_g} + v_g' \\
v_p = \overline{v_p} + v_p'
\]

where \( g, p \) are the symbols for the gas phase and the second phase; \( i, j = 1, 2, 3 \) (according to the coordinates); \( v_{gi}, v_{gj}, v_{pi}, v_{pj} \) are the velocity components; \( \rho_g, \rho_p \) are the density of the phases; \( p \) is the pressure; \( \tau_{gij}, \tau_{pji} \) are the stress components of the phases; \( F_i \) is the interaction force between the phases; and the prime symbol means a turbulent component.

Because the average components always satisfy Eqns. (6), the above system equations for the turbulent components in two-dimension coordinates becomes

\[
\begin{align*}
\frac{\partial \rho_g}{\partial t} + \frac{\partial \rho_g u_g'}{\partial x} + \frac{\partial \rho_g v_g'}{\partial y} &= 0 \\
\frac{\partial \rho_p}{\partial t} + \frac{\partial \rho_p u_p'}{\partial x} + \frac{\partial \rho_p v_p'}{\partial y} &= 0 \\
\frac{\partial u_g'}{\partial t} + \left( u_g' \frac{\partial u_g'}{\partial x} + v_g' \frac{\partial u_g'}{\partial y} \right) &= -\frac{1}{\rho_g} \frac{\partial p'}{\partial x} + \frac{1}{\rho_g} \left( \frac{\partial \tau_{gxx}'}{\partial x} + \frac{\partial \tau_{gxy}'}{\partial y} \right) + F_x'
\end{align*}
\]
\[
\frac{\partial v'_g}{\partial t} + \left( u'_g \frac{\partial v'_g}{\partial x} + v'_g \frac{\partial v'_g}{\partial y} \right) + \left( - \frac{\partial u'_g}{\partial x} + v'_g \frac{\partial v'_g}{\partial y} \right) = - \frac{1}{\rho_g} \frac{\partial p'}{\partial x} + \frac{1}{\rho_g} \left( \frac{\partial \tau'_{gxy}}{\partial x} + \frac{\partial \tau'_{gyy}}{\partial y} \right) - \frac{1}{\rho_g} F'_y \tag{11}
\]

\[
\frac{\partial u'_p}{\partial t} + \left( u'_p \frac{\partial u'_p}{\partial x} + v'_p \frac{\partial u'_p}{\partial y} \right) + \left( - \frac{\partial u'_p}{\partial x} + v'_p \frac{\partial u'_p}{\partial y} \right) = \frac{1}{\rho_p} \left( \frac{\partial \tau'_{pxx}}{\partial x} + \frac{\partial \tau'_{pxy}}{\partial y} \right) + \frac{1}{\rho_p} F'_x \tag{12}
\]

\[
\frac{\partial v'_p}{\partial t} + \left( u'_p \frac{\partial v'_p}{\partial x} + v'_p \frac{\partial v'_p}{\partial y} \right) + \left( - \frac{\partial v'_p}{\partial x} + v'_p \frac{\partial v'_p}{\partial y} \right) = \frac{1}{\rho_p} \left( \frac{\partial \tau'_{pxy}}{\partial x} + \frac{\partial \tau'_{pyy}}{\partial y} \right) + \frac{1}{\rho_p} F'_y \tag{13}
\]

Using Eqs. (8)–(13) for the turbulent components, we can set up equations for the turbulent kinetic energy \( k_g, k_p \) and the turbulent dissipation rate \( \epsilon_g, \epsilon_p \). Because the equations \( k_g, \epsilon_g \) of the gas phase have already been developed by other authors (Lauder 1974; Blazek 2001), so in this paper we just have to write equations for the turbulent kinetic energy \( k_p \) and turbulent dissipation rate \( \epsilon_p \) of the second phase.

\[
\rho_g \frac{\partial k_g}{\partial t} + \rho_g u_g \frac{\partial k_g}{\partial x} + \rho_g v_g \frac{\partial k_g}{\partial y} = \frac{\partial}{\partial y} \left[ \mu_g \left( \frac{\partial k_g}{\partial y} \right) \right] + \mu_g \left( \frac{\partial u'_g}{\partial y} \right)^2 - \rho_g \epsilon_g - \epsilon_g^* \tag{14}
\]

\[
\rho_g \frac{\partial \epsilon_g}{\partial t} + \rho_g u_g \frac{\partial \epsilon_g}{\partial x} + \rho_g v_g \frac{\partial \epsilon_g}{\partial y} = \frac{\partial}{\partial y} \left[ \mu_g \left( \frac{\partial \epsilon_g}{\partial y} \right) \right] + C_{12} \mu_g \left( \frac{\partial v'_g}{\partial y} \right)^2 - C_{21} \epsilon_g^2 \tag{15}
\]

2.2 Turbulent kinetic energy equation of the second phase \( k_p \)

Multiplying Eqn. (12) by the turbulent fluctuation of velocity \( u'_p \), and Eqn. (13) by the turbulent fluctuation of velocity \( v'_p \), we get

\[
\frac{\partial u'_p}{\partial t} + \left( u'_p \frac{\partial u'_p}{\partial x} + v'_p \frac{\partial u'_p}{\partial y} \right) + \left( - \frac{\partial u'_p}{\partial x} + v'_p \frac{\partial u'_p}{\partial y} \right) = \frac{1}{\rho_p} \left( \frac{\partial \tau'_{pxx}}{\partial x} + \frac{\partial \tau'_{pxy}}{\partial y} \right) + \frac{1}{\rho_p} u'_p F'_x \tag{14}
\]
Adding both sides of Eqn. (14) and Eqn. (15) we get the Eqn. (16)
\[
\rho_p \left( u_p \frac{\partial u_p}{\partial t} + v_p \frac{\partial v_p}{\partial t} \right) + \rho_p \left( u_p u_p \frac{\partial u_p}{\partial x} + u_p v_p \frac{\partial v_p}{\partial y} \right) + \rho_p \left( v_p u_p \frac{\partial u_p}{\partial x} + v_p v_p \frac{\partial v_p}{\partial y} \right) + \frac{1}{\rho_p} v_p F_x + v_p F_y
\]

The turbulent kinetic energy \( k_p \) in this equation is defined as Eqn. (17)
\[
k_p = \frac{1}{2} \left( u_p^2 + v_p^2 \right)
\]

So that, the first expression in the left-hand side of Eqn. (16) can be developed
\[
\rho_p \left( u_p \frac{\partial u_p}{\partial t} + v_p \frac{\partial v_p}{\partial t} \right) = \rho_p \frac{\partial}{\partial t} \left[ \frac{1}{2} \left( u_p^2 + v_p^2 \right) \right] = \rho_p \frac{\partial k_p}{\partial t}
\]

The second expression in the left-hand side of Eqn. (16) can be developed
\[
\rho_p \left( u_p u_p \frac{\partial u_p}{\partial x} + u_p v_p \frac{\partial v_p}{\partial y} \right) = \rho_p \left( u_p \left( \frac{\partial u_p}{\partial x} + v_p \frac{\partial v_p}{\partial x} \right) \right) + \rho_p \left( \frac{\partial (u_p^2 + v_p^2)}{\partial x} \right) = \rho_p u_p \frac{\partial k_p}{\partial x}
\]

The third expression in the left-hand side of Eqn. (16) can be developed
\[
\rho_p \left( v_p v_p \frac{\partial v_p}{\partial y} + v_p v_p \frac{\partial v_p}{\partial y} \right) = \rho_p \left( v_p \left( \frac{\partial v_p}{\partial y} + v_p \frac{\partial v_p}{\partial y} \right) \right) + \rho_p \left( \frac{\partial (u_p^2 + v_p^2)}{\partial y} \right) = \rho_p v_p \frac{\partial k_p}{\partial y}
\]

The first expression in the right-hand side of Eqn. (16) can be developed
Using the Kolmogorov formulation for the turbulent dissipation rate \( \epsilon \), the second expression in the right-hand side of Eqn. (23) can be developed.
\[ \mu_p \left( \frac{\partial u_p'}{\partial x} \frac{\partial u_p'}{\partial x} + \frac{\partial u_p'}{\partial y} \frac{\partial u_p'}{\partial y} + \frac{\partial u_p'}{\partial z} \frac{\partial u_p'}{\partial z} + 3 \frac{\partial u_p'}{\partial y} \frac{\partial v_p'}{\partial y} \right) = \rho_p \varepsilon_p \]  

(25)

The second expression in the right-hand side of Eqn. (16) can be developed

\[ \frac{1}{\rho_p} (u_p' F_x' + v_p' F_y') = \varepsilon^* \]  

(26)

Substituting Eqns. (18), (19), (20), (24), (25), and (26) into Eqn. (16), we get the following equation:

\[ \rho_p \frac{\partial k_p}{\partial t} + \rho_p u_p \frac{\partial k_p}{\partial x} + \rho_p v_p \frac{\partial k_p}{\partial y} \]

\[ = \frac{\partial}{\partial y} \left( \rho_p \frac{\partial k_p}{\partial y} \right) + \frac{\partial}{\partial y} \left( k_p \mu_p \left( \frac{\partial u_p}{\partial y} \right) \right) + \mu_p \left( \frac{\partial u_p}{\partial y} \right)^2 - \rho_p \varepsilon_p + \varepsilon^* \]  

(27)

Eqn. (27) is the turbulent kinetic energy of the second phase of non-homogeneous two-phase flows.

2.3 Turbulent dissipation rate equation of the second phase \( \varepsilon_p \)

The equations of turbulent dissipation rate were established by Schraiber et al. as follows:

\[ \frac{\partial}{\partial t} \left( \mu_p \frac{\partial u_p'}{\partial y} \frac{\partial u_p'}{\partial y} \right) = 2 \mu_p \frac{\partial u_p'}{\partial y} \frac{\partial u_p'}{\partial y} \]  

(28)

\[ \frac{\partial}{\partial t} \left( \mu_p \frac{\partial v_p'}{\partial x} \frac{\partial v_p'}{\partial x} \right) = 2 \mu_p \frac{\partial v_p'}{\partial x} \frac{\partial v_p'}{\partial x} \]  

(29)

Substituting \( \frac{\partial u_p'}{\partial t} \), \( \frac{\partial v_p'}{\partial t} \) values from Eqns. (12) and (13) into Eqns. (28) and (29), we get the following equations:

\[ \frac{\partial}{\partial t} \left( \mu_p \frac{\partial u_p'}{\partial y} \frac{\partial u_p'}{\partial y} \right) = 2 \mu_p \frac{\partial u_p'}{\partial y} \frac{\partial u_p'}{\partial y} \left( -u_p' \frac{\partial u_p'}{\partial x} + v_p' \frac{\partial u_p'}{\partial y} \right) - \left( -u_p' \frac{\partial u_p'}{\partial x} + v_p' \frac{\partial u_p'}{\partial y} \right) \]  

(30)

\[ \frac{\partial}{\partial t} \left( \mu_p \frac{\partial v_p'}{\partial x} \frac{\partial v_p'}{\partial x} \right) = 2 \mu_p \frac{\partial v_p'}{\partial x} \frac{\partial v_p'}{\partial x} \left( -u_p' \frac{\partial v_p'}{\partial x} + v_p' \frac{\partial v_p'}{\partial y} \right) - \left( -u_p' \frac{\partial v_p'}{\partial x} + v_p' \frac{\partial v_p'}{\partial y} \right) \]  

(31)

Substituting Eqn. (22) into Eqns. (30) and (31), we get the following equations:
\[ \frac{\partial}{\partial t} \left( \mu_p \frac{\partial u_p^*}{\partial y} \frac{\partial u_p^*}{\partial y} \right) \]

\[ = -2\mu_p \left\{ u_p^* \frac{\partial u_p^*}{\partial y} \frac{\partial}{\partial y} \left( \frac{\partial u_p^*}{\partial x} \right) + v_p^* \frac{\partial}{\partial y} \left( \frac{\partial u_p^*}{\partial y} \right) \right\} + \nu_p \frac{\partial}{\partial y} \left( \frac{\partial u_p^*}{\partial y} \right) \]

\[ + v_p \frac{\partial}{\partial y} \left( \frac{\partial u_p^*}{\partial y} \right) + \frac{\partial u_p^*}{\partial y} \frac{\partial}{\partial y} \left( \frac{\partial u_p^*}{\partial y} \right) + \frac{\partial u_p^*}{\partial y} \frac{\partial}{\partial y} \left( \frac{\partial u_p^*}{\partial y} \right) + \frac{\partial u_p^*}{\partial y} \frac{\partial}{\partial y} \left( \frac{\partial u_p^*}{\partial y} \right) \]

\[ + \frac{\partial u_p^*}{\partial y} \frac{\partial}{\partial y} \left( \frac{\partial u_p^*}{\partial y} \right) - \nu_p \frac{\partial}{\partial y} \left( \frac{\partial u_p^*}{\partial y} \right) \]

\[ + \frac{\partial}{\partial t} \left( \mu_p \frac{\partial v_p^*}{\partial x} \frac{\partial v_p^*}{\partial x} \right) \]

\[ = -2\mu_p \left\{ u_p^* \frac{\partial v_p^*}{\partial x} \frac{\partial}{\partial x} \left( \frac{\partial v_p^*}{\partial x} \right) + u_p^* \frac{\partial}{\partial x} \left( \frac{\partial v_p^*}{\partial x} \right) + u_p^* \frac{\partial u_p^*}{\partial x} \frac{\partial}{\partial x} \left( \frac{\partial v_p^*}{\partial x} \right) \right\} \]

\[ + v_p \frac{\partial}{\partial x} \left( \frac{\partial v_p^*}{\partial x} \right) + \frac{\partial v_p^*}{\partial x} \frac{\partial}{\partial x} \left( \frac{\partial v_p^*}{\partial x} \right) + \frac{\partial v_p^*}{\partial x} \frac{\partial}{\partial x} \left( \frac{\partial v_p^*}{\partial x} \right) + \frac{\partial v_p^*}{\partial x} \frac{\partial}{\partial x} \left( \frac{\partial v_p^*}{\partial x} \right) \]

\[ + \frac{\partial v_p^*}{\partial x} \frac{\partial}{\partial x} \left( \frac{\partial v_p^*}{\partial x} \right) - \nu_p \frac{\partial}{\partial x} \left( \frac{\partial v_p^*}{\partial x} \right) \]

\[ - \frac{\partial v_p^*}{\partial x} \frac{\partial}{\partial x} \left( \frac{\partial v_p^*}{\partial x} \right) - \frac{\partial v_p^*}{\partial x} \frac{\partial}{\partial x} \left( \frac{\partial u_p^*}{\partial x} \right) - \frac{1}{\rho_p} \frac{\partial}{\partial x} \left( \frac{\partial F_x}{\partial x} \right) \]

Adding both sides of Eqn. (32) and Eqn. (33) and rearranging, we get the equation
\[
\frac{\partial}{\partial t} \left( \mu_p \frac{\partial u'_p}{\partial y} \frac{\partial u'_p}{\partial y} \right) + \frac{\partial}{\partial t} \left( \mu_p \frac{\partial v'_p}{\partial x} \frac{\partial v'_p}{\partial x} \right) = -2\mu_p \left[ \begin{array}{c} u'_p \frac{\partial v'_p}{\partial x} \frac{\partial \bar{u}_p}{\partial x} + \bar{u}_p \frac{\partial v'_p}{\partial x} \frac{\partial \bar{u}_p}{\partial x} + u'_p \frac{\partial v'_p}{\partial x} \frac{\partial \bar{v}_p}{\partial x} \\ - \nu_p \frac{\partial u'_p}{\partial y} \frac{\partial \bar{u}_p}{\partial y} + v'_p \frac{\partial u'_p}{\partial y} \frac{\partial \bar{u}_p}{\partial y} + v'_p \frac{\partial u'_p}{\partial y} \frac{\partial \bar{v}_p}{\partial y} \\
\end{array} \right] 
\]

The third expression in the right-hand side of Eqn. (34) is the turbulent dissipation rate:

\[ \frac{\partial}{\partial t} \left( \frac{1}{\rho_p} \frac{\partial u'_p}{\partial y} \frac{\partial F'_x}{\partial y} \right) + \frac{\partial}{\partial t} \left( \frac{1}{\rho_p} \frac{\partial v'_p}{\partial x} \frac{\partial F'_y}{\partial x} \right) = \rho_p \frac{\partial \varepsilon_p}{\partial t} \]

The first expression in the right-hand side of Eqn. (34) can be developed

\[ 2\mu_p \left[ \begin{array}{c} -u'_p \frac{\partial v'_p}{\partial x} \frac{\partial \bar{v}_p}{\partial x} + \bar{u}_p \frac{\partial v'_p}{\partial x} \frac{\partial \bar{v}_p}{\partial x} + u'_p \frac{\partial v'_p}{\partial x} \frac{\partial \bar{v}_p}{\partial x} \\ - \nu_p \frac{\partial u'_p}{\partial y} \frac{\partial \bar{u}_p}{\partial y} + v'_p \frac{\partial u'_p}{\partial y} \frac{\partial \bar{u}_p}{\partial y} + v'_p \frac{\partial u'_p}{\partial y} \frac{\partial \bar{v}_p}{\partial y} \\
\end{array} \right] = \rho_p u'_p \frac{\partial \varepsilon_p}{\partial x} \]

The second expression in the right-hand side of Eqn. (34) can be developed

\[ 2\mu_p \left[ \begin{array}{c} -v'_p \frac{\partial u'_p}{\partial x} \frac{\partial \bar{u}_p}{\partial x} + \bar{u}_p \frac{\partial u'_p}{\partial x} \frac{\partial \bar{u}_p}{\partial x} + u'_p \frac{\partial u'_p}{\partial x} \frac{\partial \bar{u}_p}{\partial x} \\ - \nu_p \frac{\partial v'_p}{\partial y} \frac{\partial \bar{v}_p}{\partial y} + v'_p \frac{\partial v'_p}{\partial y} \frac{\partial \bar{v}_p}{\partial y} + v'_p \frac{\partial v'_p}{\partial y} \frac{\partial \bar{v}_p}{\partial y} \\
\end{array} \right] = \rho_p v'_p \frac{\partial \varepsilon_p}{\partial y} \]
\[ 2\mu_p \left[ u_p \frac{\partial u_p}{\partial y} \left( \frac{\partial u_p}{\partial x} + v_p \frac{\partial u_p}{\partial y} \right) + v_p \frac{\partial v_p}{\partial y} \left( \frac{\partial v_p}{\partial x} + u_p \frac{\partial v_p}{\partial y} \right) + \frac{\partial u_p}{\partial y} \frac{\partial v_p}{\partial x} \left( \frac{\partial u_p}{\partial y} + \frac{\partial v_p}{\partial x} \right) \right] + \frac{\partial}{\partial y} \left[ \mu_p \left( \frac{\partial e_p}{\partial y} \right) \right] \]

The fourth expression in the right-hand side of Eqn. (34) can be developed

\[ 2\mu_p \left[ \frac{\partial u_p}{\partial y} \frac{\partial u_p}{\partial y} + \frac{\partial v_p}{\partial y} \frac{\partial v_p}{\partial y} + \frac{\partial u_p}{\partial x} \frac{\partial v_p}{\partial x} \right] = C_{e2} \frac{e_p^2}{k_p} \]  

The fifth expression in the right-hand side of Eqn. (34) can be developed

\[ 2\mu_p \left[ \frac{\partial u_p}{\partial y} \frac{\partial u_p}{\partial y} \frac{\partial v_p}{\partial y} + \frac{\partial v_p}{\partial y} \frac{\partial v_p}{\partial y} \frac{\partial u_p}{\partial y} \right] = \mu_p C_{e1} \left( \frac{\partial u_p}{\partial y} \right)^2 \]  

The sixth expression in the right-hand side of Eqn. (34) can be developed

\[ 2\mu_p \left[ \frac{\partial u_p}{\partial y} \frac{\partial u_p}{\partial y} \frac{\partial v_p}{\partial y} + \frac{\partial v_p}{\partial y} \frac{\partial v_p}{\partial y} \frac{\partial u_p}{\partial y} \right] \frac{\partial}{\partial x} \left[ \frac{\partial u_p}{\partial y} \right] + \frac{\partial}{\partial x} \left[ \frac{\partial v_p}{\partial y} \right] \right] \frac{\partial}{\partial x} \left[ \frac{\partial u_p}{\partial y} \right] + \frac{\partial}{\partial x} \left[ \frac{\partial v_p}{\partial y} \right] \right] \frac{\partial}{\partial x} \left[ \frac{\partial u_p}{\partial y} \right]

\[ = \frac{\partial}{\partial y} \left[ e_p \frac{\mu_p}{Sc} \left( \frac{\partial u_p}{\partial y} \right) \right] \]  

The seventh expression in the right-hand side of Eqn. (34) can be developed

\[ 2\mu_p \left( \frac{1}{\rho_p} \frac{\partial u_p}{\partial y} + \frac{1}{\rho_p} \frac{\partial v_p}{\partial x} \right) = \phi_e \]  

Substituting Eqns. (35)-(42) into Eqn. (34), we get the following equation:

\[ \rho_p \frac{\partial e_p}{\partial t} + \rho_p u_p \frac{\partial e_p}{\partial x} + \rho_p v_p \frac{\partial e_p}{\partial y} = \frac{\partial}{\partial y} \left[ \mu_p \left( \frac{\partial e_p}{\partial y} \right) \right] + \frac{\partial}{\partial y} \left[ e_p \frac{\mu_p}{Sc} \left( \frac{\partial u_p}{\partial y} \right) \right] + \mu_p C_{e1} \frac{e_p^2}{k_p} \left( \frac{\partial u_p}{\partial y} \right)^2 + C_{e2} \frac{e_p^2}{k_p} + \phi_e \]  

The experimental coefficients should be (Schraiber 1987)

\[ C_{e1}=0.09; \ C_{e2}=1.44; \ C_{e3}=1.92; \ \alpha=1; \ \sigma_e=1.3. \]

3. Conclusions

The four-equation turbulence model includes Eqns. (44)-(47).

\[ \rho_g \frac{\partial k_g}{\partial t} + \rho_g u_g \frac{\partial k_g}{\partial x} + \rho_g v_g \frac{\partial k_g}{\partial y} = \frac{\partial}{\partial y} \left[ \mu_g \left( \frac{\partial k_g}{\partial y} \right) \right] + \mu_g \left( \frac{\partial u_g}{\partial y} \right)^2 - \rho_g \varepsilon_g - \dot{\varepsilon}' \]  

Asian Business Consortium | EI Page 18
Application of the \( k-\varepsilon \)-\( \nu \)-\( \varepsilon \) turbulent model with additional equations for the turbulent kinetic energy \( k_p \) and the turbulent dissipation rate \( \varepsilon_p \) of the second phase seems to be worthwhile for simulating two-phase non-homogeneous turbulent flows in industrial combustor.

**Nomenclature**

- \( u_g; \nu_g \): Velocity components of the gas phase
- \( u_p; \nu_p \): Velocity components of the second phase
- \( u_g'; \nu_g' \): Fluctuation of velocity components of the gas phase
- \( u_p'; \nu_p' \): Fluctuation of velocity components of the second phase
- \( \bar{u}_p; \bar{v}_p \): Mean of velocity components of the second phase
- \( \bar{u}_g; \bar{v}_g \): Mean of velocity components of the gas phase
- \( \rho_c; \rho_r \): Density of the gas phase and the second phase
- \( \nu \): Pressure
- \( \varepsilon_p; \varepsilon_r \): Turbulent dissipation rate of the gas phase and the second phase
- \( k_g; k_p \): Turbulent kinetic energy of the gas phase and the second phase
- \( \mu_g; \mu_r \): Dynamic molecular viscosity of the gas phase and the second phase
- \( \tau_{ij; \tau_{ij}} \): Specific Reynolds stress tensor of the gas phase and the second phase
- \( F_x'; F_y' \): Forces
- \( C_{ij; C_{ij}} \): Dissipation rate coefficients.
- \( S_{ij} \): Mean strain rate tensor.
- \( \sigma_k \): Turbulent Prandtl for kinetic energy
- \( \sigma_{\varepsilon} \): Turbulent Prandtl for dissipation rate
- \( f_{\varepsilon}; f_{\mu} \): Boundary functions
- \( \mu_l \): Laminar viscosity
- \( \mu_t \): Turbulent viscosity
- \( \varepsilon \): Eddy viscosity
- \( \phi_{\varepsilon} \): Explicit wall term
REFERENCES

Chou, P. Y., On Velocity Correlations and the Solutions of the Equations of Turbulent
Erlebacher, G., Hussaini, M. Y., Speziale, C. G., and Zang, T. A., Toward the Large-Eddy
Jones, W. P., Launder, B. E., The Prediction of Laminarization with a Two-Equation Model of
Jones, W. P., Launder, B. E., The Prediction of Low Reynolds Number Phenomena with a Two-
Launder, B. E., Sharma, B. I., Application of the Energy Dissipation Model of Turbulence to the
Spalart, P. and Allmaras, S., A One-Equation Turbulent Model for Aerodynamic Flows, AIAA
Wilcox, D. C., Reassessment of the Scale Determining Equation for Advanced Turbulence
Asian Business Consortium (ABC) is a multi-disciplinary research, training, publishing, digital library supporting and service house. Though founded in 2010 as the Business and Computing organization of Asia, it was reconstituted as the ABC in 2011. It has been working for creating and nurturing talents in USA, Malaysia and Bangladesh since its inception. The objectives of consortium are solely centered round the welfare and humane attitude of the founders who enthusiastically took up this noble cause and materialized it with a view to promote research and educational activities for the encouragement of scholars to develop their knowledge, to publish their analysis oriented scientific researches in international Journals, books, the task of organizing workshops, seminars, conferences, training, personality development programs and allied services.

In addition to research activities, ABC provides a good number of scholarships to the poor and meritorious students at various levels of education throughout the world. It plays an important role in the field of research by funding research projects and publishing the research papers. This consortium will unquestionably become the mouth-piece of the dark horses and unacknowledged scholar whose endowed and commendable contributions shall be provided an outlet keeping in mind the greater good of the larger society of the world.

ABC runs the following international referred journals for creating a platform to share the thoughts of professionals, scholars and academicians throughout the world.

**ABC Publications (ABC Journals)**

- Asian Accounting and Auditing Advancement (4A Journal)
- Asian Business Review (ABR)
- Asian Journal of Applied Sciences and Engineering (AJASE)
- Global Disclosure of Economics and Business (GDEB)
- ABC Journal of Advanced Research (ABC-JAR)
- International Journal of Reciprocal Symmetry and Theoretical Physics (IJRSTP)
- American Journal of Trade and Policy (AJTP)
- Asian Journal of Humanity, Art and Literature (AJHAL)
- Malaysian Journal of Medical and Biological Research (MJMBR)
- Asia Pacific Journal of Energy and Environment (APJEE)
- Engineering International (EI)
- ABC Research Alert (Online)

Each journal home page provides specific information for potential authors and subscribers. Open access policy, the quick review process, rich editorial boards and quality publications have already made ABC Journals unique. **ABC Journals** are published under the direct supervisions of renowned academicians of the world. 

Collaboration in Conference: ABC considers high-quality conference papers for publication. Please contact us for detailed information.

Collaboration in Publishing: If you like to start writing a book, propose a new journal or advertise in ABC journals, please feel free to contact us.